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Nature of Proposals
I. Make the following structural modifications at IRAN:

1. Reduce the height of the F=105-20 ring segment located at F.S. 510.00
at the top of the fuselage.

2. Inatall steel brackets on the forward side of the lower segment of the
three aft main framss at the fuselage. Genterline for use as engine
pry points.

3. Increase the gauge from .020 to .032 on the -3 and -4 vebe of the

. 4e Replace the present metal to metal engine air seal with a synthetic
rubber tube seal bearing on a fixed angle.

II. Prepare and issue appropriate service bulletins,
Note: This modification to be incorporated at IRAN,

Reason for Proposals
(Para. numbers correspond to those in para. I above)

1. This 1s item b, paras. 9 of the list of improvement items included in
"FOG IRAN Program" dated 27 August 59. Provide additional clearance
between the F.S. 510.00 ring segment and the aft engine mount to
eliminate interference damage occurring during engine installation.

2. This is item b, para. 9 of the list of improvement items included in
"FOG IRAN Program" dated 27 August 1959. Provide reinforcement to
{Z; the existing structure at the aft main frames for use as engine pry
‘ points to eliminate damage caused by crowbars and two x fours used
to assist in installing the engine.

3. This is item £, para. 9 of the list of improvement items included in
"FOG IRAN Program" dated 27 August 1959. Provide besfed-up webs on
the L.G. bulkhead to reduce damage caused by hard landings.

4Le This is item g, para. 9 of the 1list of improvement items included in
"FOG IRAN Program" dated 27 August 1959. Provide an engine air seal
vith sufficient flexibility to compensate for misalignments occurring
during engine installation.
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